USB Watchdog Manual
Note:Because VK.com ban to upload “.exe” file. if you download USB Watchdog Software from VK.com .
Change file name “PCWatchDog V2.0.exe1” to “PCWatchDog V2.0.exe” ; 
Change file name USB “Watchdog Driver.exe1” to “USB Watchdog Driver.exe”
Change file name “mscomm32.ocx ( for 32 bit system).bat1” to “mscomm32.ocx ( for 32 bit system).bat” ; 

Change file name “mscomm64.ocx ( for 64 bit system).bat” to “mscomm64.ocx ( for 64 bit system).bat” ; 

Introduction:
This product use for computer blue screen crash automatically restart, used in mining, servers, gamers, monitoring systems, etc. 
 

1. Applicable to a variety of computer motherboards.
2. No need to change the motherboard hardware. just need motherboard with USB interface.
3. Only support all windows system. 
4. Need to install the driver. To compatible with a variety of motherboards. 
 

Specifications
1. Reset timeout time 10-1270 seconds, the default 180 seconds.
2. Computer monitoring desktop software version: PCWatchDog V2.0
3. Interface: USB
 

Package Include:
1 *  Watchdog Control Board 
1 *  40cm Reset Control Cable
1 *  Monitor Software 
 How to use:
1. Install the driver

Before install driver, please do not connect USB watchdog with your computer, double-click "watchdog driver. exe", click "Install 安装", waiting for the installation is complete.
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2. Connect USB watchdog with computer USB port. 

Connect USB watchdog with computer USB port. Do not connect cable with the motherboard reset pin temporarily, because default time-out time is 3 minutes, if drive installment has not finished within 3 minutes, the USB Watchdog may send a reboot signal to system. Wait for the computer to finish the automatic recognization of the watchdog module.
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3. Configure USB Watchdog Monitor Software configuration. 
1. Open PCWatchDog V2.0.exe, 
2. Open the config.inf file. Change time-out time you need. Can only use an integer multiple of 10, the range of 10-1270 seconds. Such as 180, Means reboot timeout time is 3 minutes. 
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4. Run USB Watchdog software PCWatchDog V2.0.exe

Some antivirus software may prevent the program running, please click "allow". Watchdog software is running, the control panel LED will flash once 1 time, then connect USB Watchdog Cable with the motherboard Reset pin. It means the computer have crashed When the control panel LED is long time bright. 
If the system prompts mscomm32.ocx not found error, please click mscomm32(for 32 bit system).ocx or mscomm64(for 64 bit system).ocx.

Connect USB Watchdog cable to motherboard “RST” pin， It may call ”RES” “RESET” “RST” on some others motherboard








